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A method of forming ceramic-to-metal seals wherein 
a sintered metalized layer on the ceramic body is coated 
with sintered iron prior to brazing a second metal body 
thereto. 

This is a division of application Ser. No. 330,211, filed 
Dec. 13, 1963, now U.S. Patent No. 3,415,556 issued 
Dec. 10, 1968. 

This invention relates to composite metal and ceramic 
structures, and is particularly directed to such structures 
having vacuum tight ceramic-to-metal seals impervious 
to gaseous and liquid mercury at elevated temperatures 
and to a method of making same. 

Composite metal and ceramic structures are widely 
employed, however, certain applications thereof impose 
strict structural requirements. In the formation of such 
conventional structures of this type, a variety of methods 
of bonding ceramic-to-metal are employed. In some ap- 
plications, however, the desired use of composite metal 
and ceramic structures has been precluded because the 
conventional methods of forming ceramic-to-metal seals 
is inadequate. Damage to the seal during fabrication or 
deterioration thereof in use may result from the condi- 
tions to which the seal is subjected. The seals, for exam- 
ple, break down when attacked by various high tempera- 
ture liquid metals, the liquid metal permeating the seal 
area and causing deterioration thereof. For example, mer- 
cury at the temperature of about 500" C.  damages con- 
ventional ceramic-to-metal seals. Environmental condi- 
tions of this type prevail in many nuclear reactor heat 
exchange arrangements, mercury switching tubes, etc. and 
accordingly, although composite metal and ceramic struc- 
tures might be beneficially employed in such arrange- 
ments, their use has been limited by the inability of the 
seals to withstand the environment. isimilarly, in the pro- 
vision of a thin composite ceramic and metal seal assem- 
bly for use in a high temperature liquid mercury environ- 
ment, difficulty has been encountered in providing bonded 
ceramic-to-metal seals which will not break down. In 
addition, where the ceramic parts of the structure are 
thin, such as in the latter instance, it is desirable that 
the structure be strengthened or reinforced, in addition 
to having hermetically sealed metal-to-ceramic seals 
which are impervious to high temperature liquid metals. 
The present invention overcomes these and other diffi- 
culties in the prior art. 

It is, therefore, an object of the present invention to 
provide composite ceramic-metal structures having vacu- 
um tight ceramic-to-metal seals which are impervious to 
high temperature liquid and gaseous metals, and the like. 

Another object of the invention is to provide a method 
of forming a ceramic-to-metal hermetic seal between a 
metal part and a ceramic part. 

Still another object of the invention is the provision of 
a method of forming a hermetic seal of the class de- 
scribed which does not entail high temperatures in the 
formation thereof which would tend to create thermal 
and mechanical stresses in the seal. 

Another object of this invention is to provide a ceram- 
ic-to-metal seal that is impervious to liquid and gaseous 
mercury at elevated temperatures together with the 
method of obtaining such a seal. 

It is yet another and more specific object of the inven- 
tion to provide a composite metal and ceramic assembly 
including a first and second annular metallic body with 
a thin reinforced annular ceramic disk therebetween, such 
assembly having vacuum tight ceramic-to-metal seals. 

A further object of the invention is the provision of a 
method of making a ceramic-to-metal seal of the class 
described. 

These and other objects of the present invention are 
accomplished by providing a ceramic-to-metal seal which 

15 includes a ceramic body having a metalized coating 
thereon. A layer of metal is secured to the metallized 
coating and a metal body is secured to a portion of the 
metal layered metalized coating. The joint between the 
metal body and the metal layered metalized coating is 

20 covered with a deposited metallic coating such that the 
deposited coating bridges an exposed portion of the 
metalized portion and an adjacent portion of the metal 
body to hermetically seal the joint therebetween. 

In accordance with another feature of the present in- 
25 vention, a ceramic-to-metal seal impervious to liquid and 

gaseout corrosive atmospheres is provided by a ceramic 
body having a titanium-manganese-molybdenum metal- 
ized layer thereon. A layer of nickel covers a portion of 
the metalized layer and a metal body is brazed to the 

30 nickel layered metalized coating with a copper-silver 
brazing alloy to provide a vacuum tight seal between the 
ceramic body and the metal body. A metallic coating 
bridges an exposed portion of the metalizing and an ad- 
jacent portion of the metal body to cover at least a por- 

In accordance with another feature of the present in- 
vention, a ceramic-to-metal impervious to liquid and gase- 
ous mercury at elevated temperatures is provided by coat- 
ing a ceramic body with a titanium-manganese-molyb- 

4o denum metalized layer and then covering the metalized 
coating with a layer of iron. A metal body is brazed to  a 
portion of the iron layered metalized coating with a 
nickel base brazing alloy to form a vacuum tight seal 
between the ceramic body and the metal body. 

In accordance with still another feature of this inven- 
tion, a method of making a ceramic-to-metal seal is dis- 
closed that includes coating at least a portion of the sur- 
face of a ceramic body with a metalized layer, placing a t  
least a portion of the surface of a metal member ad- 

60 jacent a portion of said metalized layer to form a ceram- 
ic-metal assembly, and coating a metallic layer from an 
exposed portion of the metalized layer to an adjacent 
portion of the metal member to provide a hermetic seal 
therebetween. 

In accordance with a further feature of the present 
invention, a method of forming ceramic-to-metal seals 
which are impervious to liquid and gaseous mercury at 
elevated temperatures is provided that includes the steps 
of coating at least a portion of the surface of a ceramic 

60 body with a metalized layer which includes manganese 
and molybdenum, coating a portion of the metalized Iay- 
er with a layer of nickel, brazing a metal body to the 
nickel layered metalized coating, placing the resulting 
ceramic-metal assembly in a substantially silica free, heat- 

65 ed, ferrous fluoborate electroplating bath which has an 
inert gas atmosphere over the surface thereof and which 
includes ferrous fluoborate concentrate and sodium chlo- 
ride, and electroforming a layer of iron from an exposed 
portion of the metalized coating to an adjacent portion 

In accordance with another feature of the present in- 
vention, a method of forming ceramic-to-metal seals 

10 

35 tion of the vacuum tight seal. 
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which are impervious to liquid and gaseous mercury at The device of FIGURE 2 was placed between a rotor 
elevated temperature is provided and includes the steps and a stator such that the rotor was located below the 
of coating at least a portion of the surface of a ceramic ceramic disk l'1 and the stator was located above the 
body with a sintered metalized layer which includes man- ceramic disk 11. Since the corrosive atmosphere, such as 
ganese and molybdenum, coating said metalized layer with liquid and gaseous mercury at an elevated temperature of 
a sintered layer of iron, and brazing a metal body to said about 500" C. was located in the rotor portion of the 
iron layered metalized coating with a nickel based brazing electric generator assembly (not shown), it was only nec- 
alloy to form a vacuum tight ceramic-to-metal seal be- essary to make that portion of the seals of the ceramic 
tween the ceramic body and the metal body. disk 11 to the first and second metal members 12 and 

This invention as well as other objects, features and 10 13 facing the rotor portion of the assembly impervious 
advantages thereof will be readily apparent from consid- to the corrosive atmosphere. Accordingly, the sealing or 
eration of the following detailed description relating to bonding of the annular backup rings 14 and 15 to the 
the annexed drawings in which: first and second metal members 12 and 13, respectively 

FIGURE 1 is a schematic illustration of a typical ce- did not need to be impervious to the corrosive atmos- 
ramic-metal assembly; 15 phere. 

FIGURE 2 illustrates a cross-sectional view of the de- An enlarged schematic illustration of the novel ceramic- 
vice shown in FIGURE 1; to-metal seal constituting one embodiment of this in- 

FIGURE 3 illustrates in enlarged schematic form a ce- vention which was utilized to construct the ceramic-metal 
ramic-to-metal seal in accordance with the present in- assembly shown in FIGURE 2 is illustrated in FIGURE 
vention which may be utilized to bond the ceramic-metal 20 3. The ceramic-to-metal seal shown in FIGURE 3 was 
assembly illustrated in FIGURES 1 and 2; obtained by forming metalized layers 

FIGURE 4 is  a schematic illustration of a modifica- inner and outer portions, respectively, 
tion of the ceramic-metal assembly shown in FIGURES ramic disk 11 as shown in FIGURE 3. The metalized 
1 and 2; and layers 16 and 17 are preferably formed by intimately mix- 

FIGURE 5 illustrates in enlarged schematic form an- 25 ing powdered manganese, titanium and molybdenum by 
other ceramic-to-metal seal in accordance with the present any suitable means, such as by ball milling, in a suitable 
invention which may be utilized to bond the ceramic- carrier such as acetone, methyl amyl acetate, or mixtures 
metal assembly shown in FIGURES 1 and 2. thereof, preferably with a suitable binding agent such as 

Vacuum tight ceramic-to-metal seal techniques devel- nitrocellulose. The resulting metalizing composition is 
oped for present day vacuum tubes are being extended to 30 brushed, sprayed, printed or otherwise applied to the de- 
many other products and environments in which elevated sired inner and outer portions of the ceramic disk. The 
temperatures and/or corrosive atmospheres are encoun- coated ceramic disk is then fired in an atmosphere furnace 
tered. For example, the utilization of liquid metals and to sinter the metalized coating onto the ceramic. A re- 
their vapors in the primary and secondary loops of nuclear ducing atmosphere is desirable and commercial hydrogen 
power units present the problem of protecting the copper 35 has been found to be satisfactory fOT this purpose. The 
stator winding from the atmosphere of liquid and gaseous temperature of the furnace should be at least as high as 
mercury at elevated temperatures in which the rotor ro- the sintering temperature of the metalking paint compo- 
tates. Ceramic-metal shield assemblies located between sition and below the softening point of the ceramic disk 
the rotor and stator have been devised to protect the stator 11. For example, excellent results have been obtained 
winding. The most feasible location for these shield as- 40 by firing the coated ceramic 11 at a temperature of about 
semblies is the axial or radial gap between the rotor and 1425" C. for about 30 minutes. 
stator and take the form of "bore seals" for cylindrical The relative percentages of the titanium, manganese 
geometries and diaphragms for radial geometries. Since and molybdenum in the dry powder mixture are not criti- 
ceramic materials have substantially no eddy current cal within certain limits. For example, the maalizing paint 
losses, the flux linking the rotor and stator is caused to 45 compositions may contain 1 to 25% by weight of titani- 
pass through the ceramic portion of the assembly. um, 40 to 10% by weight of manganese and a major 

Referring now to the drawings, wherein like reference proportion by weight of molybdenum. 
characters designate like or corresponding parts through- After the annular ceramic disk has been metalized in 
out the several views, there is illustrated in schematic a manner described hereinabove, layers 18 and 19 of a 
form in FIGURES 1 and 2 a typical diaphragm ceramic- 50 suitable metal, such as nickel, are applied to 
metal assembly which includes an annular ceramic disk the inner and outer metalized areas 16 and 
11 which may be formed from a suitable ceramic, such as tively as illustrated in FIGURE 3. The nick 
beryllia or a high alumina ceramic (one containing more and 19 are preferably coated on the metalized layers 16 
than 85% alumina). Since the flux lines must pass through and I17 by electroplating followed by sintering in a hydxo- 
the ceramic disk 11, the ceramic is made as thin as pos- 55 gen atmosphere at about 1000" C. 
sible. For example, one embodiment utilized a 0.03 inch Once the nickel layers 18 and 19 are applied to the 
thick ceramic disk PI. metalized areas 16 and 27, the first and second metal 

Brazed or otherwise secured to  the inner and outer members 1% and 13 are positioned adjacent the nickel 
portions of the ceramic disk 11 are a first and a second layered metalized areas 16 and 17, respectively. 
metal body 12 and 13, respectively. The first metal body 60 wiched between the first and second metal bodies 
or hub 12 is formed from a suiEabIe metal, such as Kovar 13 and the nickel layered metalized areas 16 and 
or columbium, and is convoluted as is illustrated in FIG- copper-silver brazing rings 20 and 21, respectively. The 
URE 2. A second metal body or rim 13 is formed from entire assembly is then brazed at  about 810" C. to form 
a suitable metal, such as Kovar or columbium, and is also vacuum tight seals between the first and second metal 
convoluted. The first and second metal members 12 and 65 bodies 12 and 13 and the ceramic disk 11. 
13 are €abricated from sheet metal having a thickness At the same time that the first and second metal bodies 
ranging from .010 inch to .030 inch depending on the size B2 and 13 are brazed to the annular ceramic disk 11, the 
of the ceramic-metal assembly fabricated. annular backup rings 14  and 15 are also brazed to the first 

Secured to the surfaces of the first and second metal and second metal bodies 12 and 13, respectively. This is 
members I2 and 13 opposite the ceramic disk 11' are two 70 accomplished by applying a metalized layer 22 and 23 to 
annular backup rings 14 and 15, respectively. These back- the backup rings 1 and 15, respectively, in a manner as 
up rings 14 and 15 protect the ceramic-metal assembly discussed hereinbefore in conjunction with the ceramic 
from destructive and deforming strains when the metal disk 11. A layer 2% and 25 of a suitable metal, such as 
members 12 and 13 are brazed or otherwise secured to nickel, is also applied to the metalized areas 22 and 23 as 
the annular ceramic disk 1 75 discussed hereinabove. Copper-silver brazing rings 26 and 
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27 are then sandwiched between the nickel layered metal- 
ized ceramic backup rings 14 and 15 and the metal mem- 
bers 12 and 13, respectively, and brazed thereto simul- 
taneously with the brazing of the metal members 12 and 
13 to the annular ceramic disk 11. The annular backup 

and 15 eliminate the destructive strains due to 
ing temperatures which otherwise would tend to  

deform and warp the resulting ceramic-metal assembly. 
Although the Kovar or columbium members 12 and 13 

and the annular disk 11 of alumina or beryllia ceramic 
are impervious to  corrosive atmosphere, such as gaseous 
and liquid mercury at elevated temperatures, the vacuum 
tight ceramic seals therebetween are attacked by mercury 
and other corrosive atmospheres and deteriorate in a very 
short time. In order to protect the vacuum tight ceramic- 
to-metal seals, layers 28 and 29 of a suitable metal, such 

from exposed portions of the metalized 
7 to  an adjacent portion of the first and 

second metal members 12 and 13, respectively. The layers 
of iron 28 and 29 are impervious to liquid and gaseous 
corrosive atmospheres, such as mercury at elevated tem- 
peratures, and therefore protect the vacuum tight seals 
between the annular ceramic disk 11 and the metal body 
members 12 and 13 by forming a hermetic seal therebe- 
tween. 

The iron barrier layers 28 and 29 are formed by any 
suitable means, such as by placing the ceramic-metal as- 
sembly in a ferrous fluoborate electroplating bath and 
electrodepositing the iron layers 28 and 29. A typical elec- 
troplating bath comprises about 45% by weight of fer- 
rous fluoborate concentrate, about 1% by weight of so- 
dium chloride, and about 54% by weight of water. A 
typical ferrous fluoborate concentrate had the following 
analysis: 41% by weight of iron fluoborate, about 10% 
by weight of iron, about .7% by weight of fluoboric acid, 
and about 3% by weight of boric acid. 

The electroplating bath was prepared by placing two- 
thirds of the required amount of water in a suitable tank 
or container and then the required amount of sodium 
chloride was added. When the sodium chloride dissolved, 
the ferrous fluoborate concentrate was measured or 
weighed and placed directly into the tank. Water was then 
added to bring the bath to the required volume. The elec- 
troplating bath was then adjusted to the desired operating 
pH. The pH of the electroplating bath may be raised by 
adding iron filings or lowered by adding plating-grade 
fluoboric acid. The resulting bath was then continuously 
filtered through a silica free filtering system to remove 
solid and other contaminants. Because of the high fluo- 
boric acid content of the bath, it was found desirable to 
keep the bath silica free. Accordingly, a steel tank lined 
with polyvinyl chloride was utilized to contain the bath 
solution. Glassware was also avoided thus eliminating the 
use of a pH meter for controlling the bath p H  which was 
determined by a colorimeter test. 

The electroplating bath was maintained under the fol- 
lowing conditions: 
BaumC at 80" F. __________________degrees-- 19-21 
pH (colorimetric) _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  3.0-3.7 
Temperature _________________________' F-- 150 
Average tank voltage _________________volts-- 2-6 
Average cathode cutrent density --amps./sq. ft-- 75 
Anode-cathode ratio . . . . . . . . . . . . . . . . . . . . . . .  1 to 1 

It was found desirable that the bath contain a small 
amount of ferric iron of about 1 t6 3 grams per liter of 
electroplating bath solution. Excess ferric iron was re- 
moved by low current density electrolysis or by treating 
the bath with iron filings and sufficient fluoboric acid to 
maintain the pH of the bath in the range recommended. 
In order to prevent oxidation of ferrous iron to ferric iron, 
an inert gas atmosphere, such as argon, was maintained 
over the surface of the bath. 

The iron barrier layers 28 and 29 are applied to the 
vacuum tight seals by first masking off the metal areas of 
the ceramic-metal assembly which are not to receive the 

iron barrier layers 28 and 29 with microstop lacquer which 
had been baked overnight at 200" F. The ceramic-metal 
assembly is then placed in the electroplating bath and 
appropriately connected to a source of D.C. potential 
current such that the seal areas function as an electroplat- 
ing cathode. An iron bar is also placed in the bath and 
appropriately coupled to a source of D.C. potential such 
that it acts as an anode. In order to prevent pitting of 
the electrodeposited iron layers 28 an1 29 due to hydrogen 
bubbling, the ceramic-metal assembly is rotated during 
the electroplating operation. Pitting is also reduced by 
ultrasonically agitating the bath with a suitable device, such 
as a Sonogen LG 300 ultrasonic generator manufactured 
by Branson Instruments. Pitting is further reduced by 

15 periodically reversing the electroplating current. For ex- 
ample, iron was allowed to deposit over the seal areas for 
about 5 seconds, after which the electroplating current 
would be reversed, thereby deplating the seal area for a 
period of approximately 2 seconds. The optimum current 

20 density was found to  be about 75 amps per square foot 
with higher current densities resulting in a rough deposit 
and lower current densities resulting in bare spots. As 
illustrated in FIGURE 3, the resulting iron barrier layers 
28 and 29 extend from an exposed portion of the metalized 

25 areas 16 and 17 and bridge across the ceramic-to-metal 
seal areas to an adjacent portion of the first and second 
metal bodies 12 and 13, respectively. If desired, the iron 
barrier layers 28 and 29 may be further plated with 
chrome (not shown) to prevent iron oxidation. 

In accordance with another embodiment of the present 
invention, it was discovered that if the ceramic-to-metd 
seals illustrated in FIGURE 3 were fabricated by apply- 
ing a sintered layer of iron over the metalized areas 16 
and 17, instead of the nickel layers 18 and 19, and if a 

35 nickel based brazing alloy were used, such as Nicrobraz 
130, in place of the copper-silver brazing rings 20 and 21, 
the resulting ceramic-to-metal seal would be vacuum tight 
and also resistant to gaseous and liquid mercury vapors 
at elevated temperatures without the necessity of utilizing 

40 the iron barrier layers 28 and 29. In fabricating this type 
of seal, the layer of iron was applied to  the metalized 
areas 16 and 17 by the plating technique discussed above 
followed by sintering in a hydrogen atmosphere at about 
850" C. Also, unlike the copper-silver brazed seal, the iron 
layer may cover the entire metalized surface inasmuch as 

45 it is immaterial whether the iron barrier layers 28 and 29 
extend from an exposed portion of the metalizing or from 
an exposed portion of the iron layered metalized surface. 
Such seals showed no deterioration due to mercury liquids 
or gases at elevated temperatures over an exposure period 

50 of several hundred hours. If prolonged exposure to such 
vapors over a much longer period of time would de- 
teriorate these seals is unknown at the present time. Ac- 
cordingly, for long term use of metal-ceramic assemblies 
utilizing such a seal, it is recommended that the iron bar- 

55 rier layers 28 and 29 shown in FIGURE 3 be used in con- 
junction with the seal utilizing the nickel base brazing 
material and the iron covered metalized layer. 

Referring now to FIGURE 4, there is illustrated a mod- 
ification of the device illustrated in FIGURES 1 and 2 

6o wherein the thin annular ceramic disk is mechanically 
strengthened by placing a plurality of circumferentially 
spaced struts 30 in contact with the flat surface of the 
ceramic disk 11 such that they extend radially between the 

"- first and second metal members 12 and 13. The struts 30 

30 

ti3 

70 

75 

are secured to the flat surface of the annular ceramic disk 
11 by metalizing the surface of the disk 11 beneath the 
struts and the bottom surface of the struts with the metal- 
izing composition described hereinabove in detail and braz- 
ing the metalized struts to the metalized surface portion 
of the ceramic disk with a suitable brazing metal, such as 
copper. 

Conventional brazing techniques, such as those de- 
scribed hereinabove in detail in connection with FIGURE 
3, require a brazing temperature a t  which there is a rela- 
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tively wide mismatch in the thermal expansion and con- 
traction rates of the ceramic disk 11 and the first and 
second metal members 12 afid 13 which impose undesir- 
able stresses on the resulting ceramic-metal assembly. It 
was discovered that a suitable bond, impervious to liquid 
and gaseous mercury at elevated temperatures, could be 
obtained between a ceramic body and one or more metal- 
lic bodies by simply electroforming a layer of iron over 
the ceramic-metal jointure. 

Referring now to FIGURE 5, which illustrates in sche- 
matic form a cross-sectional view of such a metal-ceramic 
assembly, it is shown that the annular ceramic disk 32 
has its outer and inner portions metalized, preferably 
with a molybdenum-manganese-titanium metalizing paint 
in a manner discussed hereinabove in detail. After the an- 
nular ceramic disk is metalized, the first and second metal 
members 33 and 34 are positioned adjacent the metalized 
areas 39 and 40, respectively, such that they overlap at 
least a portion of the metaIized surfaces 39 and 40. The 
metal members 33 and 34 are then secured to  the annu- 
lar ceramic disk 32 by any suitable means, such as clamp- 
ing, brazing, etc. The resulting ceramic-metal assembly is 
then placed in a ferrous fluoborate electroplating bath as 
described hereinabove in detail and layers of iron 35 
and 36 are electrodeposited so that they bridge an ex- 
posed portion of the metalized layer 39 to an adjacent 
surface of the metal body 33. Iron layers 37 and 38 are 
electrodeposited so that they bridge an exposed portion 
of the metalized surface 40 to an adjacent surface of the 
metal body 34. The iron barrier layers 35, 36 and 37, 38 
hermetically seal the metal members 33 and 34 to  the 
annular ceramic disk 32 and are impervious to liquid and 
gaseous mercury at elevated temperatures. 

What has been described are various ceramic-to-metal 
seals which are impervious to liquid and gaseous mercury 
at  elevated temperatures and which may be utilized to 
fabricate various ceramic-metal assemblies which may be 
utilized in corrosive atmospheres. It is to be understood, 
of course, that the subject invention is not limited to the 
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diaphragm type ceramic-metal assembly illustrated in FIC- 
URES 1-5, for the teachings of the present invention may 
be utilized to fabricate various types of ceramic-metal as- 
semblies. Also described herein and forming part of the 
present invention are the methods and processes for ob- 
taining ceramic-to-metal seals impervious to  liquid and 
gaseous mercury at elevated temperatures. 

Obviously many modifications and variations of the 
present invention are possible in light of the above teach- 
ings. 

What I claim is: 
1. The method of forming ceramic-to-metal seals which 

are impervious to liquid and gaseous mercury at  elevated 
temperatures comprising the steps of coating at  least a 
portion of the surface of a ceiamic body wifh a sintered 
meta1izr;d layer which includes manganese and molyb- 
denum, coating said metalized layer with a sintered layer 
of iron; and brazing a metal body to said iron layered 
metalized coating with a nickel based brazing alloy to 
form a vacuum tight ceramic-to-metal seal between the 
ceramic body and the metal body. 
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